POWERGEN

TS/TF GENERATOR SET

Versalite
Easy Maintenance
Reliable
Powered by YANMAH
Type Revolving Field Type, 4-pole Generator
Drive Belt-Driven
Freq. (Hz) 5o | s | s | s | 50 | 50
Alternator China
Capacity (kW) 30 | 50 | 70 | 90 | 110 | 130
Generator | Voltage (V) 220 (or 415 for 3-Phase)
Rating Rated Power Factor (%) 100 (or 80% for 3-Phase)
Phase 1 or 3 Phase
Excitation System Self-Excitation
Brand YANMAR
Model TF70/E | TFO/E | TF120/E | TF160/E | TSI190R/E | TS230R/E
Type Horizontal, 4 Cycle, Water-cooled Diesel Engine
Displacement (Litre) 0.38 0.49 0.64 0.88 1.01 1.13
Output Max (Hp/rpm) 7.0/2400 9.5/2400 12.0/2400 16.0/2400 19.0/2200 23.0/2200
Engine Combustion System Direct Injection
Starting System Hand start with optional Electric start
Governor Centrifugal Weight System, Mechanical
Fuel Oil Diesel
Fuel Consumption (Litre/hr) 1.2 1.6 2.0 2.6 3.1 3.7
Fuel Tank Size (Litre) 7.1 10.5 11.0 14.3 13.7 21.5
Lube Oil Capacity (Litre) 1.8 2.2 2.8 3.0 3.6 6.0
: LxWxH (mm) 1200x500 x | 1300x600x | 1450x650 x | 1500x 650 x | 1600x 680 x | 1750 x 700 x
Unit 600 650 700 800 850 860
Dry Weight (kg) 120 150 160 200 250 300

*** We reserve the right to alter specifications without notice in our ongoing effort for product improvement.

YANMAR is the registered trademark of Yanmar Co. Ltd, Japan
|

PANSAR

Pansar Company Sdn Bhd 196501000061 (50977M)

Wisma Pansar, 23-27 Jalan Bengkel, PO Box 319, 96007 Sibu, Sarawak.

T +6084-333 366 F +6084-329 252 E marine.industrial@pansar.com.my W pansar.com.my
Branches

Kuala Lumpur +603-7845 3366 Johor Bahru +607-562 5166 Muar +606-951 0386 Ipoh +605-282 6382
Penang +604-530 2417 Sibu +6084-322 022 Kuching +6082-244 155 Bintulu +6086-331 720
Miri +6085-424 716 Kota Kinabalu +6088-218 811 Sandakan +6089-217 799 Tawau +6089-776 355

Lahad Datu +6089-886 355 Brunei +673-223 3641 Singapore +65-6353 3933



